Chuangpu Animal Husbandry Technology (Suzhou) Co., Ltd.

mobilemilkingmachine.com

L

2m Length Veterinary Instruments Magnet Absorbers For Cow Stomach

Cleaning
o Place of Origin: jiangsu
O o Brand Name: chuangpu
(] o Certification: FDA SGS ISO CE
:‘U o Model Number: HL-Q12
8 o Minimum Order Quantity: ~ 100pcs
2 o Price: USD$20-21/pcs
,Q,_ o Packaging Details: carton
S o Delivery Time: 2-4days
g e Payment Terms: T/T, Western Union,Paypal
8‘ o Supply Ability: 2000pcs/month
2!
o
-}
o Material: Stainless Steel And Plastic
o Usage: Stomach Cleaning
» Package: Carton A\
« MOQ: 100pcs )
o Length: 2m - ‘
o Formation: Feeder And Holder
« Highlight: cattle hoof trimming discs, cattle nose ring
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Product Description

Product introduction:

It is a tool for removing nails, iron wire and other iron scraps from the stomach of cattle.It can effectivelyprevent diseases such as traumatic net
gastritis,pericarditis and pleurisy in cattle,there by reducing the mortalityof cattle.

Product information
Model:HL-Q12
Item:Magnet Absorbers
Usage:stomach cleaning
Length:2m

Package:Carton

Item Magnet Absorbers
Model HL-Q12
Package carton
MOQ 100pcs
Usage stomach cleaning
Length lom
FRE28 parsméars: P Chuang Pu
— "'\
Feeder F /{ \

} length2M I

It consists of three tubular rods (stainless steel) that are threadedly
connected to each other, and a flexible sleeve at the end of the ram
is convenient for hand-held.

A foldable retaining ring is
attached to each end of a
main frame. The retaining
ring is connected with a belt
for tethering




A foldable retaining ring is attached to

each end of a main frame. The retaining i
ring is connected with a belt for 3
tethering. It can absorb objects with a

gravity of not less than 5 kg on the (
surface of 4 cm square of the contact

surface, and the magnetic force can be
maintained for 3 years. \

Instructions

Open the cow's mouth, put the holder into the mouth of the
cow (the square hole is external), and fix the fixing belt to the
back side of the two corners of the cow. Then, the magnetic
head with the lead-out rope of the feeder is inserted into the

beef stomach through the square hole of the fixer, the feeder
is held by one hand, and the lead rope is grasped by one hand,
and the take—-up rope is gently tensioned together with the
feeder when taking out. Finally remove the holder.

Product details
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Nanzhuang Village, Economic Development Zone,Yangshe Twon,Zhangjiagang City, China
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